
3DLevelScanner

QUICK
INSTALLATION
GUIDE

Level / Volume 
measurement in solid 
applications with 
mapping capabities

Changing the market 
from level to volume

S MMV







 

APM Solutions ���� APM 3DLevelScanner S/M/MV Quick Installation Guide Version 1.0 ���� 45 

E
n
g
li
s
h
 

Configuring the Scanner for Multidrop Mode  

Figure 53 shows the LCD panel. The adjustment keys are described in Table 1. 

 

Figure 53 Scanner Front Panel - LCD 

Table 1  Adjustment Keys 

Adjustment Key Description 

ESC 
This key enables you to: 

���� Navigate to the left within a function group. 
���� Hold for 3 seconds to go back to the default screen. 

+ 
This key enables you to: 
���� Navigate upwards in the selection list. 
���� Edit numeric values within a function. 

 - 
This key enables you to: 

���� Navigate downwards in the selection list.  
���� Shift to the right within a function. 

E 
This key enables you to: 

���� Navigate to the right within a function group. 
���� Confirmation. 

+  +   E  
Simultaneously 

Increases the contrast of the LCD display. 

 -   +   E 
Simultaneously 

Decreases the contrast of the LCD display. 
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To configure the polling address of the scanner: 

1. Press E to get to the main menu. 

2. Scroll to the Output submenu  

3. Press E to get to the Commun. Address submenu. 

4. Set the polling address (legal values are 00 to 63). Use the '+' and '-' keys to edit the 
numeric value or shift to the right/left digit respectively.  

 By default, the scanners are configured to polling address 00. When connecting scanners 
in a Daisy Chain, use this function to change the polling address for each scanner.  
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Recommended Tools and Materials 

Table 2 lists the tools for installing the APM 3DLevelScanner S/M/MV. 

Table 2  Recommended Tools and Materials 

Description 

The site application documents, including the Silo drawing. 

Large Phillips screwdriver (2x100). 

Medium Phillips screwdriver (1x100). 

Set of small precision screwdrivers (for the green connectors). 

13” wrench. 

Allen Key #4 (preferably with a handle). 

Large adjustable wrench 18”. 

Stanley knife. 

Cutter. 

Pointed pliers. 

Insulating tape. 

* Laser measurement device (or other device to ensure correct 
positioning and distance to the material). 

PC/Laptop. 

USB HART modem. 

Software drivers for the HART modem. 

RS485 to USB converter  

Software drivers for the RS485 converter 

250 Ohm resistors (for the HART communication). 

* - This device is required to measure the true distance from the flange to the material 
during the installation, and for the false echoes mapping process. It could also aid, if 
necessary, to measure the dimensions of the vessel and the position of the device from the 
center of the vessel.  



You can find at

www.apm-solutions.com

downloads of the following:

Brochures

Data Sheets

Operating instructions

manuals

Software

Certificates

Product information

and much, much more
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