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Disable error reporting:

1. From the Control Panel, double-click System.

Figure 87— Control Panel — System

2. Click the Advanced tab.
3. Click on the Error Reporting button.

Figure 88 — System Properties — Advanced tab
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4. Make sure the Disable error reporting is selected and But notify my when critical
errors occur is not checked, like the figure below.

Error Reporting

- “'ou can chooze to have software errors
_Jg reported to Microsoft to help improve future
products.

(%) Dizable error reporting

[ Bt motify me when critical erors acour

(") Enable emor reporting

[ II:IK i\g [ II:anc:ell

Figure 89 — System Properties — Advanced Tab and Error Reporting Window

5. Click OK.
The GPRS dialer is configured.
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Setting Up the GPRS_Watchdog

Note: Before running the GPRS_Watchdog, make sure that the APM 3DLevel Manager
Software Tool (version 2.9.86 and above) is already installed.

1. Copy the GPRS_Watchdog exe file from the CD to the Multi Scanner Controller
desktop.

2. Run the GPRS_Watchdog exe file. The following window appears

E GPRS WatchDog (initializing..)

Tools  Configure  About

134

1584
19/07/2010 12:23:21: Comport number iz undefined

Figure 90 — GPRS WatchDog (initializing)

3. Click Configure->Configuration Wizard or press F4.
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% GPRS WatchDog (initializing..) -]

k = watchdog, ver, 1.1.3
ently disabled
s undefined

Enable GPRS Watchdog
Werbose Mode

Assign IP Mumber.
Assign Comport Murnber .,

Figure 91 — Configure>Configuration Wizard
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The Enter IP Address window appears.

GPRS Watchdog X]
Enter IP Address
Cancel
|g2 10218512

Figure 92 — Enter IP Address

4. Set the static IP address of the SIM card in the 3DLInkPro.

5. Click OK. The Enter ComPort Number window appears.
X
Enter ComPort Mumber

Cancel

GPRS Watchdog

Figure 93 — Enter ComPort Number

6. Set the COM port number of the connection to the modem. (In our case, the GPRS
dialer is via COM 1 and the GPRS_Watchdog is via COM 2).

7. Click OK. The Verbose Mode window appears.

GPRS Watchdog X

‘*‘T) Werbose Mode?

Mo ‘ Cancel |

Figure 94 — Verbose Mode

8. Click No. (This option is for APM use only). The Reset Modem window appears.
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GPRS Watchdog

\p Would you like to reset the modem?

es 0] Cancel ‘

Figure 95 — Reset Modem

9. Click Yes. Rebooting the system takes a while, so resetting the modem is done only
during the initial setup. The Enable Watchdog Operation window appears.

GPRS Watchdog

\?2 Enable watchdog operation?

Yes Mo Cancel |

Figure 96 — Enable Watchdog Operation

10. Click Yes. The GPRS watchdog is set up.

11. Create a shortcut on your desktop and copy the shortcut to the Start Up menu (Start >
All Programs -> Start Up).

APM Solutions @ 3DLevelScanner MVL Operating Instructions Version 1.0 ® 79



Myl

Multi-Scanner System

OPERATING
INSTRUCTIONS

Accurate, reliable volume data from silos,
open bins and warehouses where the
diameters or areas are exceptionally large.

APM Automation Solutions Ltd.
ATIDIM High-Tech Industrial Park
Building 2 P.O. Box 58171

Tel Aviv 61580, Israel

Tel: +972 3 6488891

Fax: +972 3 6488892
info@apm-solutions.com
www.apm-solutions.com

HARY .

You can find at
www.apm-solutions.com
downloads of the following:

e Brochures

e Data Sheets

e Operating instructions
manuals

e Software

e Certificates

e Product information

and much, much more

Represented by

© 2009 APM Automation Solutions Ltd. Al rights reserved. Information in this
document is subject to change without notice. APM Automation Solutions Ltd.
and the APM Logo, are trademarks, and the 3DLevelScanner is a registered
trademark of APM Automation Solutions Ltd.

L0 'A94 0951 000NVIN



