
MVL
OPERATING 
INSTRUCTIONS

Changing the market 
from level to volume

Accurate, reliable 
volume data from 
silos, open bins and 
warehouses where the 
diameters or areas are 
exceptionally large.

Multi-Scanner System





 

54 ���� Configuring the Scanners  

E
n
g
lis
h
 

B 

3DLinkPro Connection  

The connection between the Multi Scanner System and the 3DLinkPro is shown below:  

 

Figure 54 – 3DLinkPro Connection 

 Note that there is already a 120 Ohm resistor between terminals 11 and 12 in the 
3DLinkPro (RS485 lines).  
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C 

Local Connection to the Multi Scanner 

Controller  

This chapter describes how to set up and configure the Multi Scanner System using a local 
connection for preventing the use of KVM (Keyboard / Video screen display / Mouse).  

1. Use a crossed network cable between the PC / Laptop and the Multi Scanner 
Controller in Ethernet Port #2.  

2. Make sure the IP Address of the PC / Laptop used is configured with a static IP 
Address (under the network connections settings).   

Note:  These changes are made only for the remote connection to the Multi Scanner 
Controller.  Hence, to prevent using KVM (Keyboard / Video screen display / Mouse) for 
the below configurations.  

 

3. Install and run VNC on the PC / Laptop connected to the Multi Scanner System (it is 
free software that could be downloaded from the internet and also be found in the 
MVL CD supplied with every MVL system).  
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4. Before remote connection to the Multi Scanner Controller, close the MultiVision Server 
application running in the background (to prevent getting the static IP Address of the 
GSM modem).   This is done in the bottom right corner, using a mouse right click on 
the Multi Scanner Controller icon as shown below: 

 

5. Remote connect to the Multi Scanner Controller using the VNC.  The initial IP 
Address of the Multi Scanner Controller is: 192.168.99.99 

 

6. Run the 3DLevel Manager from the Multi Scanner Controller and perform all 
configuration steps (updating to the most up to date firmware, reset to factory 
settings, configuration wizard and false echoes calibrations).  

7. Make the configurations for all the scanners in the system.  

8. Close the 3DLevel Manager Software tool. 

9. Run all the applications of the Multi Scanner System from the start up menu (Start � 
All Programs � Start Up) one by one (hence, run one by one all the applications in the 
start up menu): 

a. GPRS  

b. GPRS_Watchdog 

c. 3D Server  
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10. Power reset the 3DLinkPro.  

11. Run the 3D Vision client application using the shortcut icon on your desktop. 

 

12.  Create and configure a project.  Refer to the 3DVision and MultiVision Manual.  

At this point, the Multi Scanner System is ready for use.  Disconnect the PC / Laptop and 
close the Multi Scanner Controller box.  
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